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Issued to: ELESTA RELAYS GMBH 
     HEUTEILSTRASSE 18 
7310 BAD RAGAZ SWITZERLAND 
  

COMPONENT - SWITCHES, INDUSTRIAL CONTROL 
 

This is to certify that 
representative samples of Open type magnetically operated relays, Type SIS422, SIS312, SIS222, SIS212 

and SIS112 may be followed by a max of 3 digits designating the coil voltage. 
 

    
 

Have been investigated by Underwriters Laboratories Inc.® in 
accordance with the Standard(s) indicated on this Certificate. 

 

Standard(s) for Safety: UL 508 - Industrial Control Equipment 
CSA-C22.2 No. 14 - Industrial Control Equipment 
 

 

Additional Information: See UL On-Line Certification Directory at www.UL.com for additional 
information 
 

 

 Look for the UL Recognized Component Mark on the product 
 

Issued by:   
William R. Carney 
 

Director, North American Certification Programs 
 Underwriters Laboratories Inc. 

 

 Only those products bearing the UL Recognized Component Marks for the U.S. and Canada should be 
considered as being covered by UL's Recognition and Follow-Up Service and meeting the appropriate 
U.S. and Canadian requirements. 

 The UL Recognized Component Mark for the U.S. generally consists of the manufacturer’s identification and 
catalog number, model number or other product designation as specified under “Marking” for the particular 
Recognition as published in the appropriate UL Directory.  As a supplementary means of identifying products that 
have been produced under UL’s Component Recognition Program, UL’s Recognized Component Mark: , may 
be used in conjuction with the required Recognized Marks.  The Recognized Component Mark is required when 
specified in the UL Directory preceeding the recognitions or under “Markings” for the individual recognitions. The 
UL Recognized Component Mark for Canada consists of the UL Recognized Mark for Canada:  and the 
manufacturer’s identification and catalog number, model number or other product designation as specified under 
“Marking” for the particular Recognition as published in the appropriate UL Directory. 


